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Classification 

Duplex stainless steel 
 
Designation 

Material No. 

Europe – EN ISO 14343-A USA – AWS A5.9 Europe – WNr. 

29 9 ER312 1.4337 

   

 

 
Approvals 

    

 MIG TIG SAW 

TÜV (Germany)   X 

CE X X X 

 
 
Mechanical properties 

On All-Weld metal. 
 

  

Temperature (°C)  
Room 

Temperature 
 

Tensile strength (MPa)  750  

Yield strength (MPa)  530  

Elongation (%)  25  

    

Impact ISO V (J)  100  

 
Corrosion resistance 

» This grade is essentially used for heterogeneous welding. So, corrosion resistance is not a specific requirement. 

» However, its high Chromium content gives to UGIWELD™ 312 a very high temperature oxidation resistance up to 

1150°. 
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WELDING 
 

Due to its high chromium content (risk of sigma phase formation) multipass welding is not recommended. 

 
Recommended welding parameters 
 

MIG welding 

Recommended shielding gas:  

» Argon + Oxygen (1 to 3%) 

» Argon + CO2 (1 to 2.5%) 

 

 0.8 1.0 1.2 1.6 

Short-Arc 
Current (A) 
Voltage (V) 

 
60/80 
15/17 

 
80/120 
15/17 

 
100/150 
17/19 

 

Spray-Arc 
Current (A) 
Voltage (V) 

 
140/210 
25/28 

 
180/250 
26/29 

 
200/290 
26/29 

 
250/350 
27/30 

Gas Flow (l/min) 12 / 18 12 / 18 12 / 18 12 / 18 

 

Water-cooled torch is recommended for high current above 250 A. 

Interpass must be controlled to less than 150°C. 

UGIWELD™ 312 is suited for pulsed arc welding. 

 

TIG Welding 

» Shielding gas: Argon and/or Helium. 

Nitrogen and hydrogen are prohibited in shielding gases 

Follow the recommendations of the torch producer: 

» Current  50 – 250 A 

» Voltage 10 – 20 V 

Interpass must be controlled to less than 150°C 

.  
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Available products 

Process Shape Diameter Range Packaging Weight 

TIG Rods 1.0 – 4.0 mm Cardboard tubes 5 kg 

MIG Wire 

0.8 – 1.6 mm Metallic spools – BS 300 15 – 18 kg 

0.8 – 1.2 mm 
Plastic spools – D 200 5 kg 

Plastic spools – D 300 15 kg 

1.0 – 1.6 mm Plastic spools – D 350 25 – 27 kg 

0.8 – 1.2 mm Pay off pack - Drums 250 – 500 kg 

SAW Wire 1.6 – 3.2 mm 
Rims K415 / 300 / 94 

20 – 25 kg 
Rims K435 / 300 / 70 

Contact us for dimensions 

 
 
Applications 

Thanks to high ferrite level, UGIWELD™ 312 is very adapted to heterogeneous welding, especially when one of the 

components is fully austenitic. Its high Chromium content gives the possibility to keep an adequate ferrite level in the 

austenitic matrix 

In the same way, its chemical composition allows a deep dilution with austenitizing elements, keeping in the same 

time a two-phase structure and so keeping a very high hot cracking resistance. 

 


